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Building Tomorrow, Today





NS Series

IP66 , IEC60529

RoHS , Directive 2002/95/EC

REACH

RAL 7032 Powder Coating

Foam-in-place Gasket

Steel Enclosure
IP 66 
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CO Series   One-Piece Desk ConsolesCO Series   One-Piece Desk Consoles

 C    onstruction
　1.5mm steel body, doors and sloped top door
　2.0mm galvanized mounting panel
　Seams continuously welded
　High quality automatic seamless foam-in-place gasket
　Heavy-duty hinges
　Quarter-turn lock(s) for top door
　Grounding  studs on body and door

   F    inish
　RAL 7032 power coating, RAL 7035 and other color 
available
　Mounting plate in galvanized finish

 
   S   tandard
　

　IP55, IEC 60529
　RoHS Compliant

    C  ustom Enclosures
Nonstone offers high quality custom enclosures
and modification services at competitive price.
For information, please contact your NonStone 
representative.

　Other finish color and textures
　Cutouts and special holes in body and doors.
　Custom doors
　Custom body
　Special or custom accessories
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NS Series
Wall Mount Enclosure

Data subject to change without notice.

High quality 
seamless 
foamed-in-place 
gasket.

Multi-folded edge 
provides additional 
strength for 
enclosures body 
and prevents dirt 
and water fall in 
when the 
enclosure is 
opened.

Heavy duty die 
casting locks.

Mounting plate is 
made of 
galvanized steel.

All continuous 
welded seams are 
finished smooth.

Heavy duty die 
casting hinge.
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Screw Cover, CE

TB Series   Terminal BoxTB Series   Terminal Box

 C  onstruction
　Cover and body use 1.2mm steel
　2mm galvanized steel mounting panel
　Seams continuously welded
　High quality automatic seamless foam-in-place gasket
　Pre-punch opening for wall bracket

 F     inish
　RAL 7032 power coating, RAL7035 and other 
　color available
　Mounting plate in galvanized finish

 

  I  　   ndustry Standards
　TB Series
　IP66, IEC 60529
　RoHS Compliant

 C   ustom Enclosures
Nonstone offers high quality custom enclosures
and modification services at competitive price.
For information, please contact your NonStone 
representative.

　Other finish color and textures
　Cutouts and special holes in body and doors.
　Custom doors
　Custom body
　Special or custom accessories
　Other custom or modify services
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A
ccesso

ries

Data subject to change without notice.

DescriptionNO.

-1 Single Canopy

DescriptionNO.

-1 Double-layer Canopy

Assemble on top of enclosure, for further protection

of sun light and rain.

Sun Shield

For further protection of sun light and rain.

Slop roof design, reduce gathered dust and water.

Rain Canopy

Catalogue  Number

DescriptionNO.

1

IP66 7mm Triangular Lock

Right hand or left hand application

7mm triangle Quarter-turn Lock

7mm Triangular Quarter-Turn Lock

Catalogue  Number

CS003 TR7

Catalogue  Number DescriptionNO.

CS201 RJ451

IP68 RJ45 Metal C3 Panel Jack













Data subject to change without notice.

Chemical Composition (%)

Hot Rolled

Cold Rolled

Stainless Steel

2.0-3.0

2.0-3.0

2.0-3.0

Standard
Code

CNS

JIS

ASTM

CNS

JIS

ASTM

CNS

JIS

ASTM

CNS

JIS

ASTM

4622

G3131

A569

Standard
No.

9278

G3141

A366

8499

g4305

a240

8499

g4305

a240

SPHC

SPHC

--

Common
Name

SPCC

SPCC

--

304

SUS304

304

316L

SUS316L

316L

≤ 0.15

≤ 0.15

≤ 0.15

≤ 0.12

≤ 0.12

0.1-0.15

≤ 0.08

≤ 0.08

≤ 0.08

≤ 0.03

≤ 0.03

≤ 0.03

≤ 0.60

≤ 0.60

≤ 0.60

≤ 0.50

≤ 0.50

0.30-0.60

≤ 2.0

≤ 2.0

≤ 2.0

≤ 2.0

≤ 2.0

≤ 2.0

≤ 0.05

≤ 0.05

≤ 0.035

≤ 0.04

≤ 0.04

≤ 0.03

≤ 0.045

≤ 0.045

≤ 0.045

≤ 0.045

≤ 0.045

≤ 0.045

≤ 0.05

≤ 0.05

≤ 0.035

≤ 0.045

≤ 0.045

≤ 0.035

≤ 0.03

≤ 0.03

≤ 0.03

≤ 0.03

≤ 0.03

≤ 0.03

--

--

≤ 0.2

--

--

--

--

--

--

--

--

--

--

--

--

--

--

--

≤ 1.0

≤ 1.0

≤ 1.0

≤ 1.0

≤ 1.0

≤ 1.0

--

--

--

--

--

--

8.0-10.5

8.0-10.5

8.0-10.5

12.0-15.0

12.0-15.0

10.0-14.0

--

--

--

--

--

--

18.0-20.0

18.0-20.0

18.0-20.0

16.0-18.0

16.0-18.0

16.0-18.0

2.0-3.0

2.0-3.0

2.0-3.0

--

--

--

--

--

--

--

--

--

Metal material composition List 

Stainless Steel

2.0-3.0

2.0-3.0

2.0-3.0

CNS

JIS

ASTM

8499

g4305

a240

316

SUS316

316

≤ 0.08

≤ 0.08

≤ 0.08

≤ 2.0

≤ 2.0

≤ 2.0

≤ 0.045

≤ 0.045

≤ 0.045

≤ 0.03

≤ 0.03

≤ 0.03

--

--

--

≤ 1.0

≤ 1.0

≤ 1.0

10.0-14.0

10.0-14.0

10.0-14.0

16.0-18.0

16.0-18.0

16.0-18.0

2.0-3.0

2.0-3.0

2.0-3.0

Stainless Steel

C　 　　Mn　　 　P　　　  S　　 　Cu　　 　Si　　 　Ni　 　　Cr　 　　Mo







IP66 NS, NSS series enclosures can protect water and dust getting inside the enclosures. 
When your electrical/electronic equipments assembled inside our enclosures, it is extended 
the working life of the equipments and reduce your maintenance costs.
For more information, please contact sales representatives. 

How to have my 

                     work better in industrial environments?

electrical/electronic equipments electrical/electronic equipments 

WE CAN HELP





No.90-1,Pei-shih-Chou, Ming-Ho Vil.,

Shan-Shang Dist., Tainan City 74342

TAIWAN

T E L  :  +886 6 5782799

F A X  :  +886 6 5783077

E-mail :  info@nonstone.com.tw

Website: nonstone.com

NONSTONE
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